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Advanced Optical Power Meter

www.radiantech.com.tw
RADIANTECH INC.
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RADIANTECH

Specifications 1

RADIANTECH, INC .
2-1, Industry East Rd. 1, Science-Based
Industrial Park, Hsinchu 300, Taiwan R.O.C.
TEL: +886-3-5777818 FAX: +886-3-5777817

www.radiantech.com.tw

General Specifications 1

20 hours – Continuous power meter mode
6 hours – Battery recharge time

Battery Power

0 ~ 95% RH (Non-condensing)Humidity

Operating: 0 to + 50 ���� C  
Storage: - 20 to + 60 ���� C

Temperature

800 gWeight

227 (L) x 117 (W) x 50 (H) mmDimensions

Remarks:
1. All specs are subject to change without prior no tice.
2. Coupled into 9/125 mmmmm SMF and 62/125 mmmmm MMF.
3. 1625 nm is calibrated only for OT-7300. 

V.08-1

±±±± 0.05 dB over full spec rangeLinearity

0.01 dBResolution

±±±± 0.2 dB (or ±±±± 5%) over full spec rangeUncertainty

FC, SC, UNFiber Connector

820, 850, 1300, 1310, 1490, 1550, 16253 nmCalibration

+ 5 dBm ~ - 65 dBm
SMF & MMF

+ 20 dBm ~ - 45 dBm
SMF & MMF

Measuring Range 2

800 to 1800 nmSpectral Range 

InGaAsGeSensor Type

OT-7300OT-7200Item  \ Model
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Quality Assured & Standard Certified
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